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f^ LiTHONiJ^ LiGHriNG 

FEATURES 

INTEKDED USE 

Pravklfis 90 minutes of illumination for a 50-watt lamp load upon tha loss of AC power, 
tdaal for ipptications that raquire attractivo unit equipment with quick installation. 
CONSTRUCTION 

Enginaering-grade whita therm aplastic housing Is impact, scratch and corro a ion -resis- 
tant. UL94V-0 flama rating. 

Clean, contamporary "'soft-corner" housing. White housing standard. Matte black and 
tan optiansl. 

Two T2W T5 wedge-base tungsten lamps with impact-resistam polycerbonate lens. 
Unique track and swivel arrangement permits fu!l range of direction in lamp head ad- 
justment 

Slide latches allow easy opening of fbaure housing. M/2* J-box knockout. Oual-vottage 
input capability (12QV or 277V). 

BATTERY 

V 

Sealed, maintenance'free lead-catcium battery provides SOW rated capacity. Auto- 
matic recharge attar a 90-minuie discharge. Test switch and ready/charge light permit 
check of system operation. Low voltage disconnect prevents excessively deep dis- 
charge that can permanently damage the battary. Slip-on battery terminals. 

ELECTRONICS 

Current-limiting charger maKimlzes battary life and minimizes energy consumption, Pro- 
vides low operating costs. Short-circuit protection — current-limiting charger circuitry 
protects printed circuit board from shorts. 

Thermal protection senses circuitry tsmperiturs and adjusts charge current to prevent 
overheating and charger failure. Thermal compensation adjusts charger output to pro- 
vide optimum charge voltage relative to ambient temperature. 

Regulated charge voltage maintains constant-charge voltage ovar a wide range of line 
voltages. Prevents over/undercharging that shortens battery life and reduces capacity. 

Filtered charger input minimizes charge voltage ripple and extends battery life. AC/LVO 
reset permits testing of unit at time of installation end ensures full 90-minute discherge. 

Brownout protection. 

DIAGNOSTICS (SO Option) 

Single multi-chromatic LED indicator to display two-state charging, test activation and 
three-state diagnostic status. 

Test switch provides manual activation of 30-second diagnostic testing for on-demand 
visual inspection, 

Salf-diagnostic testing for five minutes every 30 days, and 30 minutes every six months. 

Diagnostic evaluation of lamp. AC to DC transfer, charging and battery condition. 

Brownout protection is a standard feature of self diagnostics. 




Thermoplastic Emergency Light 

ELM4 

LEAD-CALCIUM BAHERY 




QUANTUM"^ 



Continuously monitors AC functionality. 

Automatic test is easily postponed for eight hours by activating 
manual test switch. 

Load-learntng capability setf-catibrates to DC load at first test en- 
abling It to detect a lamp failure on future tests. It may be 
recalibrated at eny time by holding down the test switch for 15 
seconds. 

USTINQ 

UL listed. Meets UU NFPA 101-1988 (current Life Safety Code). NEC 
and OSHA illumination standards. 

WARRANTY 

Three-year total customer satisfaction werranty. For details, see 
Product Selection Guide. 



ORDERING INFORMATION 

Chooci th« bctdficc catilog nomvnclaturs that best xuiti your r\^^^% and 
writ* ft on the ippropriate line. Order accassarivs as aepirate catalog numbar. 



Example: EIM4H50 



ELM4 



TN 









Family 




Housing 
color 


ELJM4 





(Blank) Ivory 
B Black 
TN Tan 



SSB 



Options 



H (2) aw halogen lamps AM Ammeter'* 

SSB (2) 12W square saaled-bsem VM Voltmeter'-' 
PAR36 tamp heads cj 3.fQot cordset 

RO Lass tamp heads (120V only) 

10 Load disconnect switch' 220V SDHz 220 or 240V; 50 or 60 Hz input 

TO Integral time delay SD Self-diagnostics 

(iBmin.) 

N Maintenance-free nickel- 
cadmium battery' 

1 Not aviiiibte witt\ SO options. 

2 Cholcd of AM or VM, Nor evaltsble wtih both. 



Aceesaari0S 



Order as separete items. 

ELA VS2 Polycarbonate vandal 
shield (1/r thick) 

ELAWG4/B V\/ireguard 



Emergency 
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ELM4 Thermoplastic Emergency Light, Quantum 



SPECIFICATIONS 

ELECTRICAL 
Primary Circuit 



INSTALLATION 

All dimenaions are inches (millimatera). 



Type 


AC Input 
Volts Amos Watts 


Output Watts Output* 
Vols 1-l/2hra. 2hrs. 3hrs. 4hfi 


EIM4 


120 .250 30 
277 JOB 30 


12 50 37 25 18 



• Wttti to 87-1/2% of nominal vofti ga. 



BATTERY 



Voltage 


Shelf 
lifa^ 


Expected 

life' 


Maintonance 


Optimum 
temperature' 


Lesd-caicjum 12 


6 months 


5-8 years 


none' 


w-9a*F 


NI-cad(Nl 12 


3 ysars 


10 years 


none^ 


3r-ioa-F 



t At77'F. 

2 Optimum ambiant (amparatura ringa whera unit will provida capcctty for 30 
to 90 minutes. Higher end lower terriperaturM «ffact lif» and capaciry.Cansult 
factory for dataittd Information. 

3 Parlodtc system status test recommended. 



LAMP 



<\ 



CDS N1 212 go'Hxgo'v 

12 Votts, 12 Watts, Compact Oesianer Square Wide Flood 



SPACING FACTOR 




4 I 12 16 20 
REPLACEMENT UVMP #912 



28 Pt. 




«-V4 
(tSBl 



HOUSING BACK 



1 T" 

4.VB t-Vlfl 
\\\1\ (271 




SELF-DIAGNOSTICS OPTION 

• Five-minuta test every 30 days 

• 30-mim/tQ test every six months 

• Diagnostics svsluats the battery, lamp, 
charger and AC to DC transfer. 



Condition 


Ifidtcatlon 


Normal mode 


Steady Qreen 


^^WX^t'^nii 


Flashing green 


Emergency mode 


Off 


Hi'charge 


Steady red 


Battery feilure 


Single-flash red 


Lamp failure 


Double-flash rad 


Circuit failure 


Triple-flash red 



KEY FEATURES 





Oual-vottaga input tl20/277V). 



Destgned for wall mounting. 




Compatible in eppainnca with full 
Quantum famJiy. 



SELF-DIAGNOSTICS 
OPTION 

• Fiva^nuta tiYttveryiadays 

• 30-niirKitt Mst ^'^ri im nojicfic 

• Diagnostics ivaluata Uis batfary, 
timp. charger and AC to DC transfir, 



Th« ELMi Is availablt whh talf- 
diagnostics as an option. 
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Lithonia Ughting 

One Llthonla Way, DecatuT^GA 3003 5 

Phona: 000-334-6694 Fax: 770-SI1-6l4t 

In Canada: 1 100 50th Ava., Lachlna, Quabac H8T 2V3 

www.ltthonia.eom 



